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A version build of the ADTP1/ADTP2 firmware (V3.0) has been built for manufacturing/service release.
The following features and enhancements have been added since the last version release:

· Fix for mantis issue #859 for JCPenney overwriting font 50 with a downloaded font 50.
· Added eco-cut knife functionality.  Includes auto-detect knife present and ability to update knife firmware.
· Added ability to specify non-index feed length with offline/online setting.  Uses this setting instead of format length.

· Added immediate commands to upload totals.  UTA=upload machine total cuts, UTB=upload service total cuts, UTC=upload machine total inches, UTD=upload service total inches.

· Fixed potential lockup with font buffer being overwritten by formats/batches.
· Added menu to allow user to modify maximum calibration length.
· Added menu item to reset Telnet & Web password to the factory default value ("access") via: Setup > Network > Reset Def Pwd
· Changed default feed length from 6" to 2" for non-index supply.
· Change to allow multiple rule 60's (inc/dec) per field.  Possible workaround for Inditex script issue.

· Change to detect label present during slew for on-demand instead of at end of print/cut.  Avoids 758 error if label removed early.  Only for eco-cut and Walmart models.  PEL issue #1665.

· Fixed issue with loading new script after printing.  Failure to allocate memory for new script resulted in printer lockup.

· Fix to revoke smart imaging if overwritting graphic.

· Fix to release image buffer if loading script.
· RFID database updated to revision CS.
· Added ignore batch control record in Walmart model if ignore config is enabled.
· Fixed character comparisons to work with values above 7F.
· Change to allow label present to be detected at start of cut instead of during slew in on-demand mode.
· Fixed issue with RFID when default parameters used with rule 60.
· Added feature to use printed image length to define label length.  Available for Eco-cut non indexed mode only.
· Fix to reboot printer upon receiving Network Console commands "init", "exit".  Mantis Issue #890.  

· Change to limit minimum supply length to 1.5" if cutting non-index eco-cut supplies.

· Change for MLI to not allow image rotation and image length setting for supply length.
· Change for eco-cut printer to always use 1.5" as feed length for calibrate or feed with non-indexed supply.
· Added ability of the MLI ~DY command to process PNG graphics.  Removed previous restriction for the ~DY command that didn't support flash objects.  Mantis issue #894.

· Added 'Are you sure' confirmation to Load Script menu to avoid accidental erasing of script.  Mantis issue #897.
· Changed default values for eco-cut printers to Continuous supply type, On-Demand feed mode, and Cut Each Tag cut mode.
· Fix for immediate command ^CT for cut command.  Mantis issue #914.
· Fixed: Stop to Encode verify window too small for certain inlays.  Opened up by 40 dots.  Mantis issue #908.
· Added RFID region for Turkey.

· Fixed: When a certain 735 RFID error occurs on an inlay, the following inlay is also affected.  Partial fix for Mantis issue #886.
· Fixed RS232 trailer characters for upload totals immediate command.  PEL issue #1732.
· Fix for Costco batch sequencing issue where retry encode is disabled and motion error causes out of order sequence of labels.  Mantis issue #915.
· Fixed printer lockup when printing MNET2 diagnostic label in MLI mode.  PEL issue #1737.
· Fixed issue with cut modes not functioning properly with double length batch separators.  PEL issue #1738.
The following are the relevant specifications

72507 ADTP1 Technical Specification
72498 Media Specification

72490 9912 Functional Specification







