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A version build of the ADTP1/ADTP2 firmware (V2.2) has been built for manufacturing/service release.
The following features and enhancements have been added since the last version release:

· Fix issue where stacker motor left running on STACKER FULL warning.
· Upgraded Impinj API library to version 1.6.8.240, and added fast block writes for all RFID chips.
· Fixed: If the printer has to backfeed to overstrike an RFID label (the inlay is far enough back such that the beginning of the label is past the printhead when an error is detected), a 704 error can result on the following label for certain label pitches.
· Rewrote FTP Server.  Previous releases only supported USER, PASS, PORT, STOR and QUIT.  This release adds passive (PASV) file transfers as well as support for the following commands: TYPE, CDUP,FEAT, LIST, NLST, PWD, XPWD, ALLO, NOOP, MKD, DELE, MDTM, RMD, RETR.  Additionally, now return 502 not implemented for the following commands: ABOR, ACCT, ADAT, APPE, AUTH, CCC, CONF, ENC, EPRT, EPSV, HELP, HOST, LANG, LPRT, LPSV, MFCT, MFF, MFMT, MIC, MLSD, MODE, OPTS, PBSZ, PROT, REIN, REST, RNFR, RNTO, SITE, SMNT, SPSV, STAT, STOR, STOU, STRU.
· Fixed offline batch entry cut option selection.
· Fixed: RFID communication initialization bug exposed by compacting flash at boot time could cause the RFID module to not be recognized.  PEL item 1181.
· Fix for mantis issue #842 where multiple MLI ^LS commands shifted image off label.
· Fix for mantis issue #842 where backlight stays green after sending job and multiple jobs do not print with green light flashing.
The following are the relevant specifications

72507 ADTP1 Technical Specification
72498 Media Specification

72490 9912 Functional Specification







