REGULATORY COMPLIANCE INFORMATION

NOTICE - Federal Communication Commission Interference Statement
(United States only)

This equipment has been tested and found to comply with the limits for a class B digital device,
pursuant to Part 15 of the FCC rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses, and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the following
measures:

1. Reorient or relocate the receiving antenna.
2. Increase the separation between the equipment and receiver.

3. Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

4. Consult the dealer or an experienced radio/TV technician for help.
FCC CAUTION :

Any changes or modifications not expressly approved by the party responsible for compliance could
void the user’s authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

IMPORTANT NOTICE: FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator and your body.

This transmitter is restricted to indoor use only within the 5.15-5.25GHz and 5.47-5.725GHz bands.
Labeling Requirements

The final end product must be labeled in a visible area with the following notice:

Contains FCC ID: GU6-SDCSSD40NBT

TC6052WFRCD Rev. AB 3/19 ©2016 Avery Dennison Corp. All rights reserved.



Industry Canada

RF Radiation Hazard Warning

To ensure compliance with FCC and Industry Canada RF exposure requirements, this device must
be installed in a location where the antennas of the device will have a minimum distance of at least
20 cm from all persons. Using higher gain antennas and types of antennas not certified for use with
this product is not allowed. The device shall not be co-located with another transmitter.

Installez 'appareil en veillant a conserver une distance d’au moins 20 cm entre les éléments
rayonnants et les personnes. Cet avertissement de sécurité est conforme aux limites d’exposition
définies par la norme CNR-102 at relative aux fréquences radio.

Maximum Antenna Gain — if the integrator configures the device such that the antenna is
detectable from the host product.

This radio transmitter (1502A-SDCSSD40NBT) has been approved by Industry Canada to operate
with the antenna types listed below with the maximum permissible gain and required antenna
impedance for each antenna type indicated. Antenna types not included in this list, having a gain
greater than the maximum gain indicated for that type, are strictly prohibited for use with this
device.

Under Industry Canada regulations, this radio transmitter may only operate using an antenna of a
type and maximum (or lesser) gain approved for the transmitter by Industry Canada. To reduce
potential radio interference to other users, the antenna type and its gain should be so chosen that
the equivalent isotropically radiated power (e.i.r.p.) is not more than that necessary for successful
communication.

This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject to
the following two conditions: (1) this device may not cause harmful interference, and (2) this device
must accept any interference, including interference that may cause undesired operation of this
device.

Le présent émetteur radio (1502A-SDCSSD40NBT) a été approuvé par Industrie Canada pour
fonctionner avec les types d'antenne énumérés ci-dessous et ayant un gain admissible maximal et
I'impédance requise pour chaque type d'antenne. Les types d'antenne non inclus dans cette liste, ou
dont le gain est supérieur au gain maximal indiqué, sont strictement interdits pour I'exploitation de
['émetteur.

Conformément a la réglementation d'Industrie Canada, le présent émetteur radio peut fonctionner
avec une antenne d'un type et d'un gain maximal (ou inférieur) approuvé pour I'émetteur par
Industrie Canada. Dans le but de réduire les risques de brouillage radioélectrique a I'intention des
autres utilisateurs, il faut choisir le type d'antenne et son gain de sorte que la puissance isotrope
rayonnée équivalente (p.i.r.e.) ne dépasse pas l'intensité nécessaire a I'établissement d'une
communication satisfaisante.

Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) I'appareil ne doit
pas produire de brouillage, et (2) I'utilisateur de I'appareil doit accepter tout brouillage
radioélectrique subi, méme si le brouillage est susceptible d'en compromettre le fonctionnement.
Labeling Requirements

The final end product must be labeled in a visible area with the following notice:

Contains IC ID: 1502A-SDCSSD40NBT



ETL Standard Conformance Statement

This product has been tested and was found to conform to UL/CSA 60950-1 Information Technology
Equipment Safety Part 1: General Requirements and UL/CSA 62368-1 Audio/Video, Information And
Communication Technology Equipment - Part 1: Safety Requirements.

G'I'l’ Conforms to UL Standards 60950-1 & 62368-1
C us

LiSTED'

Intertek Certified to CSA Standards 60950-1 & 62368-1
5011798
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